
Ladders

Name___________________________________

MULTIPLE CHOICE.  Choose the one alternative that best completes the statement or answers the question.

1) Which of the following types of ladders are single ladders equipped with folding hooks that
provide a means of anchoring the ladder?

1)

A) Roof ladders B) Pompier ladders
C) Extension ladders D) Folding ladders

2) Which of the following types of ladders have hinged rungs allowing them to be folded so that one
beam rests against the other and which allow them to be carried in narrow passageways?

2)

A) Combination ladders B) Folding ladders
C) Pompier ladders D) Extension ladders

3) Which of the following types of ladders consist of a base or bed section and one or more fly sections
that travel in guides or brackets to permit length adjustment?

3)

A) Roof ladders B) Extension ladders
C) Pompier ladders D) Folding ladders

4) Fire service ground ladders must conform to: 4)
A) NFPA® 1901. B) NFPA® 1931. C) NFPA® 1410. D) NFPA® 1021.

5) Ladders should NOT be raised to within _________ feet (m) of electrical wires. 5)
A) 10 (3) B) 2 (0.6) C) 8 (2.4) D) 3 (1)

6) Which of the following is NOT a factor that contributes to safe ladder operation? 6)
A) Using ladders only for their intended purposes
B) Checking the ladder placement for the proper angle
C) Using arm muscles when lifting ladders below the waist
D) Being sure the hooks of the pawls are seated over the rungs

7) Which of the following is the optimum climbing angle for ladders? 7)
A) Approximately 65 degrees B) Approximately 85 degrees
C) Approximately 75 degrees D) Approximately 55 degrees

8) The base of the ladder should be placed away from the building approximately ________ of the
vertical distance from the ground to the point of contact with the wall.

8)

A) one-third B) one-half C) one-fifth D) one-quarter

9) When rescue from a window opening is to be performed, place the tip of the ladder: 9)
A) exactly even with the windowsill.
B) just below the windowsill.
C) 6 to 12 inches (150 mm to 300 mm) to the side of the windowsill.
D) one to two feet (0.3 to 0.6 m) above the windowsill.
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10) When two or more firefighters are lifting a ladder, they should lift on the command of a firefighter: 10)
A) who is not involved in the lifting.
B) at the tip of the ladder.
C) who is the most senior in the group.
D) at the butt position who can see the entire operation.

11) Where should you avoid placing ladders? 11)
A) Where they may come into contact with overhead obstructions
B) Building corners
C) To the side of openings such as doors
D) Directly below a windowsill

12) Who specifies whether the ladder should be placed with the fly in or fly out? 12)
A) Officer of the ladder company B) OSHA regulations
C) Firefighter placing the ladder D) Manufacturer

13) Ladders of 35 feet (11 m) or longer should be raised by: 13)
A) at least three firefighters. B) at least five firefighters.
C) two firefighters. D) only one firefighter.

14) Which of the following are the two basic ways for two firefighters to raise a ladder? 14)
A) The primary and secondary raise
B) The low-shoulder raise and high-shoulder raise
C) The flat raise and the beam raise
D) The horizontal and perpendicular raise

15) What is the purpose of tying in a ladder? 15)
A) To prevent the ladder from slipping or pulling away from the building
B) To prevent the ladder from being exposed to high heat or flame
C) To prevent the ladder from becoming overloaded
D) To prevent firefighters from attempting to misuse the ladder
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